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Jabra Evolve 65t – Technical Specifications

Specification

Audio Microphone concept A four-microphone ambient noise cancellation technology
Microphone frequency range 100Hz to 10kHz 

 Microphone bandwidth 100Hz to 8kHz
Speaker 6.0 x 5.1mm
Speaker bandwidth - Music mode 20Hz to 20kHz
Speaker bandwidth – Conference mode 100Hz to 10kHz
Active Noise Cancellation No 
Passive noise cancellation Yes
HearThrough Double press the multi-function button to hear the outside world without taking off your earbud 
Certifications Skype for Business, Cisco, Avaya and more, Bluetooth® 5.0, CE, FCC, IC, RoHS, REACH, MFI, 

proposition 65
Fit & Comfort Headset form factor In-ear true wireless earbuds

EarGels™ Silicon rubber ear gels (3 sizes)
Auto turn-On When headsets out of charging case
Auto pause Auto pause when one headset out of ear
Material used (outside) PC/ABS plastic. Si rubber. PMMA paint. Au-plated metal

Ease of Use Intuitive audio control Answer/end call - Reject call - Volume control -Track control2 - Play/pause music2

Voice guidance Double press to access “Amazon Alexa, Siri®, and Google Assistant1” on the multi-function button
Battery Talk time Up to 15 hours (with 2x recharging in charging case)

Charging power & time Around 2 hours, full charge with dedicated USB wall charger (500mA)
Connectivity Bluetooth® standard Bluetooth® 5.0

Supported Bluetooth® profiles Headset profile v1.2 , hands free profile v1.7, A2DP v1.3, AVRCP v1.6, PBAP v1.1
Wireless range Up to 10 meters (33 feet)
PC USB Bluetooth dongle (Jabra Link 370) USB BT audio device. Bluetooth® 4.2 – Bluetooth® Low Energy (BTLE)
Bluetooth pairing list Up to 8 devices
Simultaneous Bluetooth connections 2

General Packaging dimensions (L x W x H) 12.4 x 5.5 x18.65cm
Main unit dimension L 27 x W 30 x H 22.5mm, charging case L 72 x W 51 x H 26.5mm
Box content Charging case, micro USB cable, 3 sets of silicon EarGels, Pouch, Jabra Link 370, Quick Start 

Guide, Warranty and Warning Leaflets, TA label
Headset weight 6.5g right headset 5,8g left headset, charging case 67g
Warranty 2 year 
Jabra Direct Yes
Operating temperature -10°C to 55°C (14 F to 131F)
Features PeakStop™ ,  IP55

Jabra Evolve 65t 
Engineered to be the world’s first 
UC-certified true wireless earbuds.*
• Superior true wireless call quality with 4-microphone technology. 
• Skype for Business and UC-certified for professional sound on the go, 100% free of wires.
• Up to 5 hours battery on a single charge, 15 hours with the included pocket-friendly charging case.  

Simultaneously connects to two devices at the same time.
• Blocks out background noise for increased concentration.
• Personalize your call and music experience with a customizable equalizer in the Jabra Sound+ app. 
• Proven wireless connectivity for reduced audio dropouts.
• One-touch access to Amazon Alexa, Siri®, or Google AssistantTM.1

© 2018 GN Audio A/S. All rights reserved.
® Jabra is a registered trademark of GN Audio A/S.

The Bluetooth® word mark and logos are registered trademarks owned by the
Bluetooth SIG, Inc. and any use of such marks by GN Audio A/S is under license. Ja
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SKU Description
6598-832-109 Jabra Evolve 65t, Titanium Black, MS
6598-832-209 Jabra Evolve 65t, Titanium Black, UC

* Refer to Jabra.com/commercial-claims
1 Operating system dependent
2 For mobile device only


