
The LG-Nortel IP8540 (Model: IP Phone 8540) is a highly reliable, purpose built IP

Phone for Microsoft Office Communications Server 2007. Enjoy innovative communi-

cations at your fingertips by using 5.7" color touch-screen display with presence and

contact details which simplifies control of voice communications.

l Microsoft Office Communicator 2007 Phone Experience 

l Presence-aware displays status (available, away, etc.) of contacts at a glance.

l Simple-touch intuitive user interface 

l Wideband audio and Microsoft RTAudio deliver crystal clear voice

l Biometrics (fingerprint) reader and PIN lock for increased security.

l Simple set up & easy installation - Plug & Play supportive and user preferences 

download from Active Directory and sync with user contact list.

Great voice quality 

l Wideband audio and 

Microsoft RTAudio provides 

high-quality voice   

l Full-duplex speakerphone 

Easy to operate

l Large touch screen (5.7") enables

support for Microsoft Office

Communicator 2007 experience  

l Name-based dialing from 

contact list / directory 

l Easy-to-see contact

presence / status 

l Soft keys (context based)

Easy to set up

l Simple device setup : Plug & Play 

l Easy provisioning and 

maintenance

Security

l Biometrics (fingerprint) reader 

l Automatic network discovery 

and provisioning 
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Device for Microsoft Office Communicator 2007

LG-Nortel 
IP Phone 8540 Datasheet
A PROFESSIONAL-LEVEL DESKTOP WITH BUILT-IN OFFICE COMMUNICA-
TIONS SERVER CLIENT PROVIDES ALL-IN-ONE ACCESS TO PERSONAL PRO-
DUCTIVITY TOOLS AND DOES NOT REQUIRES A PC.



Datasheet IP8540

Item

Electric 

Safety

EMC

Telecom

Region

North America

EU

Australia/New Zealand

Korea

China

Russia

Mexico

USA

Canada

EU

Australia

Japan

Russia

Korea

China

USA

Australia

Description

UL60950-1/ CSA 22.2 No.60950-1

EN 60950-1 /IEC60950-1

AS/NZS60950-1

MIC

CCC

GOST

NOM

FCC Part 15 (CFR 47) Class B

ICES-003 Class B

EN55022 Class B / EN55024

AS/NZS CISPR22

VCCI Class B

GOST Class B

MIC Class B

CCC Class B

FCC Part 68 (CFR47) HAC

AS/ACIF S004:2004

Item

Operating Temperature

Relative Humidity

Description

14 ~ 104 (-10 ~ 40 )

80% (non-condensing)

Regulatory Information Temperature/ Environment

Item

Dimensions 

(H x W x D)

Weight

Description

9.95 x 10.57 x 3.59 Inch 

(252.7 x 268.6 x 91.3 mm)

4.4 lb (2.0kg) 

Physical Specification

For More Information Contact: IP8500@lg-nortel.com
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Description

WinCE 5.0

Flash ROM 32 (4Mbx8) NAND Flash

5.7" TFT color LCD  /  Touch screen panel with backlight  /  320x240 resolution  /  18 bits per pixel

Standard handset with RJ-22 connector

Compatible with industry amplified business headsets using an RJ-22 modular jack

Type-A supported  USB 1.1/USB2.0 compatible Full speed (12 MBPS) port

Active call indication(Off-hook) Voice message indication Call forwarding indication

Multi-color LED indicator for log-in user presence status display

Full-duplex handsfree mode

Fingerprint sensor (swipe-type) accurately reads fingerprint living tissue layer for ease of user authentication

Capacitive potentiometer type with SPI serial interface. 

This facilitates intuitive scrolling through the contact list on the display.

2-port Ethernet switch 10/100 Base-T with RJ45 connector ports 802.3 Ethernet 10/100 Base-T

Supports IEEE 802.3af Class 2 Power over Ethernet       Optional AC/DC Power Adapter (13-Watt)

The following codecs are supported

RT Audio wideband MS RTAudio

G.711 /A SIREN

Dynamic range :>80 dB(@1KHz ) Frequency Response : 30-20KHZ

Signal to noise ratio : 78 dB (@1KHz) Total Harmonic Distortion + Noise :<0.08% (@ 1KHz)

Dynamic Noise Reduction Acoustic Echo cancellation Automatic Gain Control

Component

Operating system

Flash Memory

Display

Handset

Headset

USB ports

Presence Button/LED

Speaker phone

Biometrics

Touch wheel

Ethernet switch

Power

Codecs

Audio Sepc

Enhanced Audio Quality


