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POLYCOM®

Advanced Teleconferencing Solutions

View
Station

TM
SP

Videoconferencing is now within the reach of all
businesses. ViewStationTM SP from Polycom delivers 
high performance group system quality in an easy-to-use
integrated system ideal for small conference rooms and
executive and professional offices. 

ViewStation SP implements the H.263+ video standard for
enhanced video quality. It supports Advanced Prediction
Mode which optimizes motion handling at low bandwidth
rates for exceptionally clear video and delivers 15 fps
video at 128 kbps. Additionally, ViewStation SP delivers
Polycom market-leading audio technology for maximum
sound clarity in small to large conference rooms.

ViewStation SP includes powerful embedded web
capabilities and a web-based integrated presentation
system. This unique architecture allows system
management, diagnostics and software upgrades to be
accessed anytime, anywhere. For quick and easy
presentations, Microsoft® PowerpointTM slides can be sent 
to the ViewStation SP via the web from a locally attached
or remote PC for display during a videoconference.

Completely standards based and interoperable with other
videoconferencing systems, ViewStation SP integrates
quickly and seamlessly into your current infrastructure.
With its small footprint, about the size of this sheet of
paper, ViewStation SP sits conveniently on top of any
size S-video or composite monitor.

ViewStation SP is the affordable and essential
communication tool to bring people together to make
the decisions you need to make TODAY.

▼ Polycom’s market leading full-duplex digital 
audio with noise suppression and echo 
cancellation provides exceptional sound clarity.

▼ Unique voice-tracking camera and track to preset 
function automatically focuses on the speaker while 
ignoring background noise for smooth meeting 
interactions.

▼ Optional headset microphone for conferencing 
flexibility in a variety of environments. 

▼ Innovative codec architecture gives ViewStation SP 
the shortest delay time in the industry, enabling a 
more natural meeting.

▼ Embedded web capabilities provide remote system 
management, diagnostics, simple software upgrades, 
and a powerful presentation tool via the Internet/Intranet.

▼ Friendly, intuitive graphical user interface and 
anticipative grip sensitive remote control makes the 
system easy to use.

▼ Auto-ISDN and SPID configuration features provide 
quick installation and setup.

▼ H.323 ready for Internet and Intranet conferencing 

Affordable, Easy-to-use, High Performance Videoconferencing 
for Small Conference Rooms and Offices.
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POLYCOM®

Advanced Teleconferencing Solutions

ViewStationTM SP

Video
Algorithms Supported ITU-T H.320 (p×64); H.323-ready
Video H.261, H.263+ , Annex F, L, T 
Communications frame structure H.221
Audio G.728, G.722, G.711, Acoustic PlusTM

716 Enhanced Audio Algorithm  

Display
Single monitor NTSC or PAL
Auto-PIP system Auto-on, Auto-swap, Auto-off
Composite connector RCA phono
S-Video Mini-DIN
Input / output impedance 75 W
Signal level 1 VP-P

Video Resolution
H.320 FCIF 352× 288 pixels; QCIF 176× 144 pixels

Graphics / Slides Resolution
4×FCIF / Annex-D 704× 576
NTSC 704× 480
PAL 704× 576
Slide format JPEG via web browser 

Frame Rate 15 fps @ 128 kbps

Video Inputs (NTSC or PAL)
Main camera (Internal) S-Video
Document camera or VCR S-Video or composite, automatic 

detection, composite adapter included

Video Outputs (NTSC or PAL)
Main monitor S-Video and composite, 1VP-P, 75W

Main Voice Tracking Camera
Image sensor 1/3 in IT CCD
Lens 12x zoom; f=5.4 to 64.8 mm; 

F=1.8 to 2.7 mm; Auto Focus
White balance Automatic
S-Video out Y: VS1.0Vp-p (sync negative)

C: burst 0.286Vp-p (NTSC); 0.300Vp-p (PAL)
Pan angle / speed ± 100°; max 80°/ sec, min 3.3° / sec
Tilt angle / speed ± 25°; max 50° / sec; min 2.5° / sec
Presets 10 preset positions for local camera; 

10 preset positions for far-end camera
Tracking technique Voice tracking or  track to presets
Speaker distance 16 ft (5 m) optimal

28 ft (8 m) recommended maximum
Speaker location ±45° from center optimal

±90° from center maximum
Ambient room noise 46dBA SPL recommended maximum

Full Duplex Digital Audio
Instant adaptation echo cancellation <100 ms
Automatic Gain Control (AGC) Max gain 12 dB
Automatic Noise Suppression (ANS) -20 dB

Surround Digital Microphone Pod
Coverage 360°
Frequency response 50 Hz-7.0 kHz
Mute button Lighted mute indicator on microphone

Microphone
3 hypercardiod elements Omni-directional coverage

Audio Frequency Response
Acoustic PlusTM 50 Hz-7.0 kHz, 16 kbps
G.722    50 Hz-7.0 kHz, 48, 56, 64 kbps
G.728 50 Hz-3.4 kHz, 16 kbps
G.711 50 Hz-3.4 kHz , 64 kbps

Audio Inputs
360° digital mic input
Headset microphone (option) 3.5 mm stereo headphone connector 
VCR  or auxiliary audio-in RCA phono – left / right stereo mix down

Audio Output
Main monitor L & R audio-out RCA phono 
Headset speaker 3.5 mm stereo headphone connector

Ethernet / Internet / Intranet Connectivity
Standards supported TCP / IP, DNS, WINS, SNMP, Bootp, 

RARP, WWW, ftp
Browsers supported Internet Explorer™, Netscape Navigator™
Built-in 10 / 100 Mbps 
Ethernet LAN connection RJ-45 connector 
PC LAN interface RJ-45 adapter (included)
T.120 interface with ShowStationTM IP 
and WebStationTM RJ-45 connector

Diagnostics and Remote Management
In Room Via Web Browser SNMP

Power up self test Yes - Yes
Diagnostics / configuration Yes Yes Yes
Place manual or address book call Yes Yes -
Call monitoring Yes Yes Yes
Error logging - Yes Yes
Low battery indicator on remote control Yes - Yes
ISDN line status Yes Yes No
Instant messages to room N / A Yes No
System usage hour / minute / seconds counter No Yes No
Streaming JPEG snapshots to Web N / A Yes No
Near and far site video monitoring - Yes No

Integrated Presentation System
Applications supported Microsoft® Powerpoint™ and Netmeeting™
Slide and snapshot capture and save Snapshots and presentation slides saved 

on PC in JPEG format
In-room laptop PC connection Adapter with RJ-45 connector (included)
Remote Intranet / Internet connection Web-browser
Slide formats Annex-D, JPEG

User Interface
Hand-held grip-sensitive remote Infrared
On-screen user interface Graphical and anticipating
Web browser interface Via Internet Explorer™ or Netscape Navigator™

Communications
Transmission Speed
56 kbps-128 kbps ISDN 1× 56, 1× 64, 2× 56, 2× 64
BONDING Receives 128 K BONDING calls

Network Interface
ISDN protocols support NI-1, 5ESS, DMS-100, ETSI
Auto-ISDN setup Adtran™ Auto-SPID and switch detection

S / T Interface
Physical connector RJ-45 connector
S / T interface External NT-1 may be required 

Electrical
Auto-sense power supply
Operating voltage / power 90-260 VAC; 47-63 Hz / 40 watts

Environmental
Operating
Temperature / humidity 0° to 35° C / 15% to 80%

Non-operating
Temperature / humidity -40° to +70° C / 10% to 90%
Ambient noise <40 dBA SPL
Minimum lighting 7 lux
Recommended lighting >300 lux

Physical 
Dimensions 13 in (33 cm)× 8 in (20 cm)× 6 in (15 cm)
Weight 6 lbs / 2.7 kg

Warranty
1 year parts and labor; extended service plan available


